Caledonian Industrial Cables

American Standard UL

Copper MC Cable with PVC - Direct Burial

Applications:

These cables are designed for Direct Burial. They can be directly buried in the earth without the protection
of conduit or cable tray.They are manufactured with Copper THHN Wires and an insulated Copper THHN
ground wire. The added protection of the PVC jacket over the aluminum metal clad creates a moisture tight

seal allowing this MC Cable to be buried directly in concrete if needed.

Construction:

I ‘ Copper Conductor

THHN Insulation
Aluminum Metal Clad Jacket

PVC Jacket

Conductor: Stranded Copper Strands 14 - 2 awg, THHN Copper Conductors

Jacket: Aluminum Metal Clad Jacket

Properties:

Voltage rating: 600 Volts

Temperature rating: 90°C




Addison Industrial Cables

American Standard UL

Parameters:
Type AWG Stranding Cable Weight

Lbs/kft | Kalkm

2 Cores + Ground
MC PVC 14/2 14 Solid 77 114.6
MC PVC 12/2 12 Solid 110 163.7
MC PVC 10/2 10 Solid 162 241.1
MC PVC 8/2 8 19 Strands 231 343.8
MC PVC 6/2 6 19 Strands 888 495.7

3 Cores + Ground
MC PVC 14/3 14 Solid 94 139.9
MC PVC 12/3 12 Solid 134 199.5
MC PVC 10/3 10 Solid 202 300.7
MC PVC 8/3 8 19 Strands 298 443.6
MC PVC 6/3 6 19 Strands 441 656.4
MC PVC 4/3 4 19 Strands 635 945.2
MC PVC 2/3 2 19 Strands 934 1390.3

4Cores + Ground
MC PVC 14/4 14 Solid 112 166.7
MC PVC 12/4 12 Solid 180 267.9
MC PVC 10/4 10 Solid 266 395.9
MC PVC 8/4 8 19 Strands 378 562.7
MC PVC 6/4 6 19 Strands 545 811.2
MC PVC 4/4 4 19 Strands 800 1190.8
MC PVC 2/4 2 19 Strands 1183 1760.9




