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Chinese Standard Rolling Stock Cables

Number of 
conductor×Nominal

Cross-Sectional
Area

Conductor
Construction

Maximum Overall 
Diameter

Weight
Maximum Conductor 

Resistance
20°C

mm² No/mm mm kg/km �
���N�P
5×0.75 19/0.23 5.56 77.8 26.7
6×0.75 19/0.23 5.76 92.8 26.7
7×0.75 19/0.23 6.15 104.0 26.7
8×0.75 19/0.23 6.76 117.0 26.7
2×1.0 19/0.26 4.38 45.0 20.0
3×1.0 19/0.26 5.00 63.0 20.0
4×1.0 19/0.26 5.51 77.5 20.0
5×1.0 19/0.26 5.96 93.0 20.0
6×1.0 19/0.26 6.26 111.5 20.0
7×1.0 19/0.26 6.60 126.0 20.0
8×1.0 19/0.26 7.36 143.0 20.0
2×1.5 19/0.32 5.04 52.5 13.7
3×1.5 19/0.32 5.88 82.5 13.7
4×1.5 19/0.32 6.14 105.5 13.7
5×1.5 19/0.32 6.96 120.0 13.7
6×1.5 19/0.32 7.56 144.75 13.7
7×1.5 19/0.32 7.80 164.5 13.7
8×1.5 19/0.32 8.46 185.0 13.7
2×2.0 19/0.37 6.10 63.7 10.0
3×2.0 19/0.37 6.41 94.7 10.0
4×2.0 19/0.37 7.14 122.5 10.0
5×2.0 19/0.37 8.14 152.2 10.0
6×2.0 19/0.37 8.65 181.9 10.0
7×2.0 19/0.37 8.86 210.7 10.0
8×2.0 19/0.37 9.56 240.4 10.0
2×2.5 19/0.41 6.60 77.5 8.21
3×2.5 19/0.41 7.16 118.0 8.21
4×2.5 19/0.41 8.06 142.5 8.21
5×2.5 19/0.41 9.06 169.0 8.21
6×2.5 19/0.41 9.77 213.2 8.21
7×2.5 19/0.41 10.26 240.0 8.21
8×2.5 19/0.41 11.26 280.0 8.21
2×4.0 19/0.52 7.70 111.0 5.00
3×4.0 19/0.52 8.21 160.65 5.00

IRM 903
Fuel Oil Resistant

IRM 902
Mineral Oil Resistant

Flame Retardant
NF C32-070-2.1(C1)
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Zero

Fire Retardant
NF C32-070-2.2(C2)
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NF X70-100/NF F63 808

TM1-04/BS 6853

Abrasion Retardant Acid&Alkaline
Resistant

UV Resistant Ozone Resistant�+�L�J�K�O�\���)�O�H�[�L�E�O�H Cold- resistant
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Resistance To
Soldering Heat

���e

Corona Resistant


